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VDE STANDARTLARINA GORE KABLO SEMBOLLERI
CABLE SYMBOLS ARE ACCORDING TO VDE STANDARD

VDE 0271/0276

GUC KABLOLARI
iletken tipi :
N VDE - standardi
(N) VDE - standard esasli

iletken malzemeleri :
Cu Bakir
A Aliminyum

Yalitim malzemeleri:

Y Polivinil klorid(PVC)

2Y Polietilen (PE)

2X PE capraz bagh (XLPE)

Konsantrik iletken, ekran:

C Konsantrik bakir iletken

CW Konsantrik bakir iletken, oluklu (kivrimlr)
CE Her damar konsantrik bakir iletkenli

S Bakir ekran

SE Her damari bakir ekranh

Zirhlar:

F Yassi tel zirh

R Yuvarlak tel zirh
B Celik bant zirh

Dis kilif malzemeleri :
Y PVC
2Y PE

Topraklama iletkeni :
J Toprak koruma damarh
O Toprak koruma damarsiz

iletken tipi :

r.. Yuvarlak iletken

s.. Daire dilimi bigimli iletken
0.. Oval pekilli iletken

re Tek tel iletken

Rm Cok telli iletken

V Sikistiriimig iletken

POWER CABLES

Conductor type :
N VDE - standard
(N) On the basis of VDE — standard

Conductor material:
Cu Copper
A Aluminium

Insulation material:

Y Polyvinylchloride(PVC)
2Y Polyethylene (PE)

2X Cross-linked PE (XLPE)

Concentric conductor, screen:

C Concentric copper conductor

CW Consantric copper conductor, corrugate-Ceander-
CE Concentric copper conductor over each core

S Copper screen

SE Copper screen and conductive layer

Armouring:

F Armour of flat wires

R Armour of round wires
B Steel tape armour

Sheath material
Y PVC
2Y PE

Protective earth conductor:
J With protectyve conductor
O Without protective earth conductor

Conductor type.

r.. Round conductor

s.. Sector-shaped conductor
0.. Oval-shaped conductor
re Single-wire conductor

rm Multiple-wire conductor
V Condensed conductor
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HARMONIZE KABLO SEMBOLLERI
HARMONISED CABLES SYMBOLS

HARMONIZE KABLOLAR
Yapim diizeni
H: Harmonize diizen
A: Onaylanan ulusal yapi

Anma gerilimi
01 100/100 V
03 300/300 V
05 300/500 V
07 450/750 V
11 600/1000 V

Yalitim malzemeleri

V Polivinilklorid (PVC)

V2 PVC +90°C' ye kadar
V3 PVC dusuk sicaklik igin
B EPR

E Polietilen

X XLPE PE (¢apraz bagr)
R Kauguk

S Silikon kauguk

Kilif yada 6rgi malzemeleri
V Polivinilklorid (PVC)

V2 PVC, +90°C' ye kadar
V3 PVC, distik sicaklik igin
V5 PVC, yaga dayanikli

R Kauguk

N Cloroprene kauguk

Q Politiretan

C4 Bakir 6rgu tel ekran

J Cam elyaf 6rgl

T Tekstil 6rgu

Ozel yapim 6zellikleri:

H Yassi ayrilabilir kablolar

H2 Yassi ayrilamayan kablolar

H6 Yassi ayrilamayan kablolar, asansorler igin
H8 Spiral kablolar

iletken tipi

U Tek telli yuvarlak iletken

R Cok telli yuvarlak iletken

K ince gok telli (sabit tesisatlarda kullanilan kablolar igin)
F ince gok telli (esnek kablolar igin)

H Ekstra ince ¢ok telli

D Ark kaynak kablolari i¢in bikilgen iletken

E Ark kaynak kablolari igin ekstra bikdilgen iletken

Topraklama iletken korumali:
X Toprak koruma damarsiz
G Toprak koruma damarli

HARMONISED CABLES
Regulation designation
H: Harmonized regulation
A: Approved national design

Rated voltage
01 100/100 V
03 300/300 V
05 300/500 V
07 450/750 V
11 600/1000 V

Insulation material

V Polyvinylchloride (PVC)
V2 PVC, up to +90°C

V3 PVC for low temperatures
B Ethylenepropylene (EPR)
E Polyethylene

X XLPE (cross-linked PE)

R Rubber

S Silicone Rubber

Sheath or baiding materials.
V Polyvinylchloryde (PVC)

V2 PVC, up to +90°C

V3 PVC,for low temperatures
V5 PVC,oil resistance

R Rubber

N Cloroprene rubber

Q Polyurethane

C4 Screen of copper wire braid
J Glass fiber braiding

T Textile braiding

Special construction features:

H Flat divisible cables

H2 Flat non-divisible cables

H6 Flat non-divisible cables, for elevators
H8 Spiral cables

Conductor type

U Single-wire round conductor

R Multiple-wire round conductor

K Fine stranded (for cables for fixed installations)
F Fine strands (for flexible cables)

H Extra fine strands

D Fine stranded for welding cables

E Extra fine strands for welding cables

Protective earth conductor:
X Without protective earth conductor
G With protective earth conductor
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